
1/4" X 1" HEX HEAD LAG SCREW 

HOLE IN MASONRY
FOR ANCHOR

PEDESTAL
BASE

EXPANDING 
ANCHOR

1.  PLACE LOCKER BENCH TOP UPSIDE DOWN ON CLEAN FLAT 

SURFACE, CENTER  OF PEDESTAL SHOULD BE APPROXIMATELY 

"C" FROM END OF TOP.  ON BENCH TOPS LONGER THAN 8 FT, 

THERE WILL BE A THIRD PEDESTAL PLACED EQUAL DISTANT FROM 

BOTH END PEDESTALS.  USING THE PEDESTALS AS A TEMPLATE 

CAREFULLY MARK ON THE BENCH TOP THE LOCATION OF THE 

PILOT HOLES TO  BE DRILLED. THE PILOT HOLES SHOULD BE 

APPROXIMATELY 3/16" DIA.

2.  PLACE PEDESTALS ON THE BENCH TOP AND FASTEN WITH 1/4" x 1" 

HEX HEAD LAG SCREW. LUBRICATE THE SCREW THREADS.

3.  TURN BENCH OVER AND PLACE IT IN PERMANENT LOCATION.

4.  USING THE PEDESTAL AS A TEMPLATE, CAREFULLY MARK ON THE 

FLOOR THE LOCATION OF THE HOLES TO BE DRILLED.  IT IS 

ESSENTIAL THAT THE HOLE DRILLED IN THE FLOOR BE OF THE 

SAME DIAMETER AS THE ANCHOR, AND BE 1/4" DEEPER THAN THE 

DISTANCE THE ANCHOR WILL EXTEND INTO THE FLOOR. THE 

DRILLED HOLE MUST BE IN ACCURATE ALIGNMENT WITH THE HOLE 

IN THE PEDESTAL.

5.  USING ANY GOOD TYPE OF MASONRY DRILL (CARBIDE TIPPED 

TWIST DRILLS ARE EXCELLENT), DRILL THE HOLES TO A DEPTH OF 

APPROXIMATELY 1/4" DEEPER THAN THE DISTANCE THE ANCHOR 

WILL EXTEND INTO THE FLOOR. FOR ACCURATE - FAST CUTTING 

KEEP THE DRILL SHARP.

6.  SET THE BENCH IN PLACE WITH THE HOLES IN THE PEDESTAL 

ALIGNED WITH THE HOLES IN THE FLOOR.

7.  INSERT AN ANCHOR THROUGH THE HOLE IN THE PEDESTAL 

PUSHING IT ALL THE WAY DOWN.

8.  DRIVE ONE-PIECE ANCHOR INTO HOLE AS FAR AS POSSIBLE, BUT 

MAKE SURE NOT TO DAMAGE THE FLANGE OF THE ANCHOR.  IF 

FLANGE IS DAMAGED IT COULD IMPAIR THE HOLDING POWER OF 

THE ONE-PIECE ANCHOR.
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PEDESTALS ANCHORED TO 
FLOOR W/ THREE 1/4" X 
1 1/4" CAD. PL. HAMMER 
DRIVEN FASTENERS

1/4" X 1" 
LAG SCREW

1/4" X 1" 
LAG SCREW

REQUIRED PER PEDESTAL:
(2) 1/4" X 1" HEX. HD. LAG SCREWS
(3) 1/4" X 1 1/4" CAD. PL. ANCHORS

EACH PEDESTAL 
ATTACHED TO TOP W/  
TWO 1/4" X 1" HEX. HD. 

LAG SCREWS


